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PRODUCT FEATURES
- Standard 100²mm post cross-section 
- Typically manufactured in fresh sawn oak
- Legible Font (Helvetica Neue Bold) 
- Easy to assemble, flat pack design   
- 1 year manufacturer’s warranty
- 4 week delivery (from approval/payment)

ADDITIONAL OPTIONS
- Alternative timbers e.g. tropical hardwood
- Alternative Fonts
- Pre delivery assembly
- Printed inserts
- Alternative 125²mm post cross-section
- Engravings on posts
- Option to root fix or bolt down
- Oiled preservative finish

The beautifully constructed Newport 
fingerpost fits perfectly into a diverse 
range of environments. It can add a touch 
of warmth to urban environments or sit in 
a rural environment as though nature had 
intended it herself, often giving a rustic 
charm to the paths along the way. 

The Newport compliments every space 
by subtly supplying essential information 
without detracting from the beauty of its 
surroundings.    

PRODUCT SPECIFICATION

NEWPORT
(Fingerpost)
71012

PROJECT EXAMPLES RELATED PRODUCTS

LONDON WILDLIFE TRUST- Hutchinsons Bank 71007 OXFORD - Waymarker Post
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PRODUCT SPECIFICATION

NEWPORT
(Standard Builds)
71012 - Newport Fingerpost

4-WAY WEATHER1-WAY WEATHER

Choosing your standard build 

Dimensions 1-2 Levels 3-4 Levels 5 Levels

Post Width
(PW)

100²/125² 100²/125² 100²/125²

Above Ground 
(AG) 2500 2700 3000

Below Ground 
(BG) 500 800 800

Finger Length 
(FL) 550/600 550/600 550/600

Technical data

Communicating your build

Plan view

All measurements in mm

30º

Although fully customisable and 
available to order, the Newport is 
available in stock dimensions. 
The choice of build may vary based on 
four factors of standardisation:
 - 2 Post top styles 
 - 2 Post Cross-sections  
 - Finger Length
 - Quantity and Levels of Fingers

When describing your build please refer 
to a combination of cardinal directions 
and levels to communicate your ideas 
effectively. This is only relevant the 
product build and true north may be 
indicated by any finger for installation 
purposes. 

Levels depicted on elevation view and 
directions are indicated on the plan view. 

INSTALLATION GUIDELINES 
(These  are guidelines only and do not 
replace, advice from qualif ied professionals)

 - Root-fix – 300x300x700mm excavation, 
backfilled to 50mm below ground with 
postcrete, trowelled for water runoff.

 - Bolt down – Use epoxy-fixed M12 
(or similar) anchor bolts through post 
shoes. It is advised that all hardware 
is galvanised or stainless steel for the 
required weather resistance.
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POST TOP OPTIONS


